
STANDARDS

ECMASPLAST CI
2000 is in compliance 
with ASTM C 494
TYPE “C” category  
BS EN 934-2

It complies with
BIS 9103:1999, 2003

225 kgs
Packaging

Shelf Life
Upto 12 months in
our original ,  unopened,
sealed packaging.

ECMAPLAST CI 2000
is supplied in 225 kgs
HDPE barrels.

Description

ECMAPLAST CI 2000 is a l iquid admixture for use in concrete and it  is  based 
on Calcium Nitrite.  It  chemical ly inhibits the corrosive action of chlorides
on reinforcing steel  and prestressed strands in concrete.  It  also promotes 
strength development of the concrete.

ECMAPLAST CI 2000 is compatible with al l  types of Portland cements,  
concrete containing pozzolans.  It  is  also compatible with whole range of 
ECMAS Admixture.

Dosage

ECMAPLAST CI 2000 recommended addit ion rates range from 10 to 30lts/m3. 
The level  of  corrosion protection increases in proportion to the dosage.  The 
project specif ication wil l  indicate the addit ion rate.  In the absence of a 
specif ied dosage,  ECMAPLAST CI 2000 also increases the early strength of a 
concrete mixture and may have an accelerating action on setting t ime. These 
effects become more pronounced as the addit ion rate r ises.  Control  of  setting 
t ime can be achieved with retarding admixtures

Physical  Form

Colour

pH

Specif ic Gravity

Cloride Content

Liquid

Pale straw colour

> 9

1.23 ± 0.02 @ 27°C

Nil

Physical Properties

Uses

It  is  recommended for al l  steel-reinforced,  post tensioned and prestressed 
concrete that wil l  come in contact with chlorides and high early and ult imate 
strength concrete.
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Storage And Handling

The materials must be
stored in a moisture
free,  cool  and dry
environment,  away from
any direct sun-l ight.

Handle the product(s)
very careful ly during
transportation.

Please avoid stacking of
the containers.

ECMASPLAST CI 2000
needs to be stored in
shade.  Before using the
material ,  i t  has to be
shaken well .  Splashes
on eyes has to be
immediately washed with
plenty of water and seek
medical  advice.

Though it  is  non-
flammable but should be
kept away from
combustible materials .

Wear al l  PPE’s at the
time of the application
l ike safety boots,
goggles,  hand gloves
and masks.  Avoid
contact with skin and
eyes.  Any direct skin
contact with the
products should be
washed off  thoroughly
with soap and water.

Safety Precautions
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Quality Policy

We are committed to provide high qual ity products to ensure highest 
performance.  Each product comes with ECMAS quality stamp is intended to 
maximize value addit ion and performance of the f inal  product.  The products 
are manufactured under a management system independently certif ied to 
conform to the requirements of the qual ity standards of ISO 9001-2015.

Technical Support

Each user can determine the suitabi l ity of this product in their  particular 
mode of operation.  An ECMAS representative wil l  be happy to assist in proper 
selection of al l  our products avai lable for commercial  use.


