
Storage And Handling

The materials must be
stored in a moisture
free,  cool  and dry
environment,  away from
any direct sun-l ight.

Handle the product(s)
very careful ly during
transportation.

Please avoid stacking of
the containers.

200 kgs
Packaging

Shelf Life
Upto 12 months in
our original ,  unopened,
sealed packaging.

ECMAPLAST 107
is supplied in 200 kgs
HDPE barrels.

Description

ECMAPLAST 107 is a l iquid admixture for concrete block industry to enhance 
properties of mixes along wilth benefits such as cement savings etc.

Function

The admixture acts as a highly powerful  dispersing agent giving water 
reduction,  cement reducing,  better compaction of mixes etc.

Advantages

ECMAPLAST 107 provides increased strength at the same cement content.  It  
al lows cement reductions without loss of strength.  Reduces breakages at 
edges as it  results in higher wet strengths.  Al lows improved production in a 
given period of t ime by reducing “l ife t ime”.  Can be used with al l  kinds of 
OPC, PPC etc.

Dosage And Usage

Normal dosage range is 100 ml to 200 ml/50 Kg bag of cement where as site 
tr ials have to be done to suit  local ly avai lable ingredients.

For best results,  ECMAPLAST 107 has to be added in a di luted form (di luted in 
about 5% to 10% of the total  gauging water)  to the wet concrete mixes made 
with remaining water.
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ECMAPLAST 107

Physical  Form

Type

Chloride Content

Specif ic Gravity

PH Value

Pale straw color l iquid

Rosinate Base

Nil  according to IS 456-1978 BS 5075 part 1

1 ± 0.02

Above 6

Physical Properties
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ECMAPLAST 107 always
has to be used within the
dosage range given,  over
dosage may result  in
strength reduction as
well  as retardation.  It  is
non-flammable and
non-toxic.  Any splashes
should be washed well
with water and seek
medical  advice.

Wear al l  PPE’s at the
time of the application
l ike safety boots,
goggles,  hand gloves
and masks.  Any direct
skin contact must be
immediately washed off
with soap and water
thoroughly.

Safety Precautions
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Quality Policy

We are committed to provide high qual ity products to ensure highest 
performance.  Each product comes with ECMAS quality stamp is intended to 
maximize value addit ion and performance of the f inal  product.  The products 
are manufactured under a management system independently certif ied to 
conform to the requirements of the qual ity standards of ISO 9001-2015.

Technical Support

Each user can determine the suitabi l ity of this product in their  particular 
mode of operation.  An ECMAS representative wil l  be happy to assist in proper 
selection of al l  our products avai lable for commercial  use.

Cement :  Sand :  Stone Dust :  10 mm done in chips = 1 :  1.5 :  1.5 :  5

Compressive strengths tested on blocks = 200 mm X 200 mm x 400 mm

Trial Mix

Particulars

Reference Mix

Admixed concrete

10 % cement reduced mix

Dosage

ml/50kg cement

NIL

200

200

Compressive Strength

kg/m

18.3

22.2

19.1

2

Strength Results


