
Storage And Handling

The materials must be
stored in a moisture
free,  cool  and dry
environment,  away from
any direct sun-l ight.

Handle the product(s)
very careful ly during
transportation.

Please avoid stacking of
the containers.

200 kgs
Packaging

Shelf Life
Upto 12 months in
our original ,  unopened,
sealed packaging.

ECMAPLAST 108
is supplied in 200 kgs
HDPE barrels.

Description

ECMAPLAST 108 is a high qual ity dispersing agent based on special ly
selected organic salts in order to improve the properties of cement mortar 
and/or plaster works.

Function

ECMAPLAST 108 produces a highly dispersive action among cement particles 
by air  entrainment,  result ing in increased cohesion and other properties.

Advantages

ECMAPLAST 108 improves cohesion in cement mortar and minimizes shrinkage 
in mortar mixes.  It  increases water retentivity in mortar,  improves adhesion to 
al l  kinds of cement & concrete surfaces,  reduces rebound loss,  improves 
f inishibi l ity and appearance.  It  eases application of mortar which results in 
faster works and also increases frost resistance in cold cl imate.  It  increases 
the yield of cement mortar,  hence results in extra coverage.  ECMAPLAST 108 
is chloride free does not induce corrosion.

Dosage And Usage

ECMAPLAST 108 should be added in di luted form to a well  mixed cement-sand 
mixture for best results.  It  should never be added directly to a dry mixture.  
Normal dosage range is 60 ml to 200 ml per 50 kg bag of cement.  This is 
di luted in mixing water or a portion of mixing water and added on to cement 
mortar mixture.
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ECMAPLAST 108

Physical  Form

Chloride Content

Specif ic Gravity

PH Value

Pale straw color l iquid

Nil  according to IS 456-1978 BS 5075 part 1

1 ± 0.02

Above 6

Physical Properties
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ECMAPLAST 108 has to
be used only in the
recommended dosage
range,  as higher dosages
may result  in very high
workabil ity as well  as
heavy air  entrainment &
hence reduced strength
of cement mortars.
Cement-sand mortar
mixed with ECMAPLAST
108 has to be cured as
per normal standard
procedures.

ECMAPLAST 108 is
non-toxic and non-
flammable.  Any splashes
should be washed well
with water and seek
medical  advice.

Wear al l  PPE’s at the
time of the application
l ike safety boots,
goggles,  hand gloves
and masks.  Any direct
skin contact must be
immediately washed off
with soap and water
thoroughly.

Safety Precautions
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Quality Policy

We are committed to provide high qual ity products to ensure highest 
performance.  Each product comes with ECMAS quality stamp is intended to 
maximize value addit ion and performance of the f inal  product.  The products 
are manufactured under a management system independently certif ied to 
conform to the requirements of the qual ity standards of ISO 9001-2015.

Technical Support

Each user can determine the suitabi l ity of this product in their  particular 
mode of operation.  An ECMAS representative wil l  be happy to assist in proper 
selection of al l  our products avai lable for commercial  use.


