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  ECMASCREED 

Cementitious Self 
Description  
ECMASCREED 416 is self leveling compound is formulated for external 
and internal applications resisting the effects of sun, rain, cold and even 
thaw conditions. It requires the addition of only water to achieve a highly 
fluid consistency producing a smooth, level and hard surface.
 
Areas of Application  
For Internal and External floors, ECMASCREED 416 is use to finish repair
Concrete surfaces level of Industrial
Underlayment floors.
 
Advantages   
 Easy Application
 High bonding strength
 Economical 
 Water retaining and self curing
 Improve strength

 
 
Technical Specification

         
                      
 
                      
 
                      
 
 
                     Application Instruction
                     Surface Preparation
  

Before Application of
particles, residual paint, oil,
chipping and washing with suitable equipment such as high pressure air 
water or wire brush. 
with Betonseal. Recommended ECMACOAT ACRYPRIME as a undercoat 
primer for better bonding adhesion.

                    

Appearance 

Mixing proportion for 25 Kg Bag

Initial Sting Time 

Final Setting time 

Coverage (Theoretical)

Initial cure at 27⁰C 

Pot Life 

Full cure, days 

ECMASCREED 416 
Cementitious Self Leveling Compound 

ECMASCREED 416 is self leveling compound is formulated for external 
internal applications resisting the effects of sun, rain, cold and even 

It requires the addition of only water to achieve a highly 
consistency producing a smooth, level and hard surface.

pplication 

For Internal and External floors, ECMASCREED 416 is use to finish repair
Concrete surfaces level of Industrial Floors, And New construction floors, 
Underlayment floors. 

Easy Application 
High bonding strength 

Water retaining and self curing 
Improve strength 

Technical Specification 

Application Instruction 
Surface Preparation 

Application of ECMASCREED 416, it is important to remove all loose 
residual paint, oil, rust, dust and grease from the surface by 

chipping and washing with suitable equipment such as high pressure air 
water or wire brush. Treat cracks and construction joints in base surface 

Recommended ECMACOAT ACRYPRIME as a undercoat 
primer for better bonding adhesion.                     

Grey Powder 

Mixing proportion for 25 Kg Bag 4.5 – 5.0 Ltr 

4 – 5 Hours 

>6 Hrs. 

Coverage (Theoretical) 1.2 – 1.5 kg / m² 

 24hours 

Approx 10 Minutes.

7 

ECMASCREED 416 is self leveling compound is formulated for external 
internal applications resisting the effects of sun, rain, cold and even 

It requires the addition of only water to achieve a highly 
consistency producing a smooth, level and hard surface. 

For Internal and External floors, ECMASCREED 416 is use to finish repair 
Floors, And New construction floors, 

, it is important to remove all loose 
from the surface by 

chipping and washing with suitable equipment such as high pressure air 
cracks and construction joints in base surface 

Recommended ECMACOAT ACRYPRIME as a undercoat 

Minutes. 



 

  
  

  
  

  
  

 E
C

M
A

S
C

R
E

E
D

 4
1

6
 

  

  
Priming 
On absorbent surfaces ECMACOAT ACRYPRIME is 
Priming is mandatory especially onto very absorbent sub
concrete or cement/sand screeds. Primer is used to seal pores, prevent 
air bubbles from rising through the applied mortar, to maintain floor life 
and also to promote excellent uniform adhesion to the substrate.
Mixing 

Add 4.5 to 5 liters of clean water to a 25kg bag of ECMASCREED 
depending on site conditions. Mix using mechanical mixer. Always add
correctly measured water to a clean mixing bucket
ECMASCREED 416
Approximately two
bottom of the bucket to
mixing for another minute until an 
Application 

After Mixing Pour ECMASCREED 
and move it in to 
and allow the material to seek its own level.
 
Packaging  
 25 Kg Bags 
 
Shelf Life 
 06 Months in original
 
Storage & Handling

 Material should be 
Direct sunlight. Please
transport. 
 
Safety Precautions
Wear all PPE’s at the
Gloves, Mask and 
contamination with
soap and water. 
 
 
 
 
 
 
 
 
  
ECMAS CONSTRUCTION CHEMICALS  
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Hyderabad, India - 500 052
phone: +91-40-24360014, 16, 17

On absorbent surfaces ECMACOAT ACRYPRIME is used as a priming layer. 
Priming is mandatory especially onto very absorbent sub

cement/sand screeds. Primer is used to seal pores, prevent 
air bubbles from rising through the applied mortar, to maintain floor life 

omote excellent uniform adhesion to the substrate.

Add 4.5 to 5 liters of clean water to a 25kg bag of ECMASCREED 
depending on site conditions. Mix using mechanical mixer. Always add
correctly measured water to a clean mixing bucket

416 powder and add measured water with
pproximately two minutes mixing scrape down the sides and around the 

bottom of the bucket to ensure no deposits of dry powder. Continue 
mixing for another minute until an even consistency is achieved.

Pour ECMASCREED 416 slurry on to the primed substrate 
move it in to approximate position with an underlayment spreader 

and allow the material to seek its own level. 

original unopened sealed condition. 

Handling 
Material should be stored in Cool and Dry shade. Also 

sunlight. Please do not use hook and handle carefully during 

Precautions 
the of Application like Safety boot, Safety
 avoided with contact of Skin and Eyes.

with the hardeners should be washed off

ECMAS CONSTRUCTION CHEMICALS PVT. LTD 

124 Gaganpahad, 

International Airport Road 

500 052 

24360014, 16, 17,email: ecmas@ecmas.co.in 

used as a priming layer. 
Priming is mandatory especially onto very absorbent sub-floors such as 

cement/sand screeds. Primer is used to seal pores, prevent 
air bubbles from rising through the applied mortar, to maintain floor life 

omote excellent uniform adhesion to the substrate. 

Add 4.5 to 5 liters of clean water to a 25kg bag of ECMASCREED 416, 
depending on site conditions. Mix using mechanical mixer. Always add 
correctly measured water to a clean mixing bucket. Then take 

and add measured water with stirring slowly. 
minutes mixing scrape down the sides and around the 

ensure no deposits of dry powder. Continue 
is achieved. 

to the primed substrate 
approximate position with an underlayment spreader 

Cool and Dry shade. Also protect it from 
and handle carefully during 

Safety Goggle, Hand 
Eyes. Any direct skin 

off immediately with 


